User manual of PDAC3100-D1 Printer utility

1. Printing Setting

%% Printer Ttility v05

1

Interface Setting

& Serial |COM1 ~| |115200,n8,1  ~|

‘Printing Setting Test Print T Logo Setting T Font Setting T Firmware Update
2Printer Mode 4Sensur Switch 5 Hardware Setting
|3inch j Door Sensor: (» O (" OFF Cutter Function : &= ORN & OFF

3Cnmpuund Word PaperEnd: & ON " OFF Cut Distance : |Normal -

|I]ISABLE j Paper Hear-End: QRN = OFF Printer Density : |Mormal -
6

Serial Port Function

Hew Baud Rate : |1152IJIZI,n,E,1 j

Graphic Buffer : | 2kB j

7

Download Setting To Printer

1. Interface Setting: Select current COM port number and the baud
rate of the printer you connected.

2. Printer Mode:
2 inch : 2 inch paper mode, 36 characters in 12x24
3 inch : 3 inch paper mode, 48 characters in 12x24
Epson Emulation : 3 inch paper mode, 42 characters in 12x24

3. Compound Word:
Disable or select which compound word (2Bytes words, like
Chinese, Japanese, Korean.... ) the printer have.

4. Sensor Switch:
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Enable or Disable door sensor, paper end sensor and paper near
end sensotr.
5. Hardware Setting
Cutter Function : Enable or disable cutter function.
Cut Distance :
Save Paper : After finished printing of a page, the cutter will cut
at near the end of document.
Normal : After After finished printing of a page, the cutter will
leave a space at the end of document.
Printer Density : Select the print density, Low, Normal, Dark and
Darkest.
6. Serial Port Function : Setting the baud rate and graphic printing
buffer you want to change.
7. Download Setting to Printer : Download the settings above you

select to printer.
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2. Test Print

%% Printer Ttility v05

Interface Setting

& Serial |COM1 ~| |115200,n8,1  ~|

Printing Setting T Tes T Logo Sefting T Font Setting T Firmware Update
1
f_ !
Receipt 1 Receipt 2 Receipt 3 Receipt 4
Font Size Barcode Test Test Page Bitmap
L
2. )
Code Page (Font A)
Code Page (Font B)
L

1. Some printing function test.
2. Print out the embedded code page with font A (12x24) and font
B(9x17).
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3. Logo Setting

FEX

Interface Setting

 Serial |[COM1 ~| [115200,n8,1 ~|

Printing Setting T Test Print T T Font Setting T Firmware Update

;l- - .I-_ogo Preview TDoanoa(I .-'Print]

Ho. | File Hame | Size

1 symbol{150-150).bmp 3062 Add

2 symbol{200-200).bmp 5662

3 symbol(300-200).bmp 8062

Clear

< | L&

Caption Logo Size

Logo Files : 3/255 Width :

Logo Total Size: 16ki128k Height :

'\ F,

%% Printer Uiility v05 EIE| g|

Interface Setting

& Serial |[COM1 ~| |115200,n8,1

=

Printing Setting T Test Print T Logo Setting T Font Setting T Firmware Update
1 A
Logo Preview | iDonwload [ Print
Ho. | File Hame | Size
1 symbol{150-150).bmp 3062 Add Download
2 symbol(200-200).bmp 5662
3 symbol{300-200).bmp 8062
Clear
Download Logo to Printer
Logo Print out
t« All
< (5 " Select:
Caption
Logo Files : 3/255
Logo Total Size: 16ki128k Print
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1. The left side of the Logo Setting manual shows logos you selected
and the logo total size you select.

2. The Logo Preview manual shows the logo preview and ths logo size.

3. The Download / Print manual could download the logos you select

to printer and test print out the logo you ever downloaded to printer.
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4. Font Setting
1. Code Page Table:

PDAC3100-D1 has embedded 6 codepages, The user can change
the sequence or change the codepage of the printer. When you
click “Change Table “ button, it will shows an dialogue box for

select which codepage you want to download.

%% Printer Mtility ¥05 E]@| E|

Interface Setting

* Serial |COM1 ~| [115200,n8,1 =/

T Firmware Update

Printing Setting T Test Print T Logo Setting T
4

Code Page Table T Compound Word 1

Please refer to ESCIFOS commnand : <ESC= <t=<n=;n=0~255.
The "Pos" is madified by Decimal Systam.
1st position Should he 0 for default setting.

Mo. Pos. Code Page Table

1st Change Table 0
2nd |1 | Change Table 1
3rd |2 | Change Table 2
4th |3 | Change Table 3
5th |4 Change Table 4
6th |5 Change Table 5

Download to Printer

CommonDialog @

B | ) Codepage Table x| & &k EE-
Y = Cras Cr )
- CR437e CF CFa63e.CF
Bl DLk CE737LCE CPaa5 CF
@ CP850.CF CP365e CF
= CPB50: CP CPBGEE CP
e = crasz.ce = cr1as3cp
2 CPB52: CP CP1254 CP
CPB57.CP Eatakans.CP
FRIETIF CPESTe.CP
3 = craso e
t]j-g CP860e CP
FRETENE CPEGZ.CP
<
‘-"-)‘-o-u-
FLASE o) | - B |
WHRMET:  |CodePage Files(£CF) =l L]
BT e o =]
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2. Compound Word:
PDAC3100-D1 can upload compound word from Printer_UTtility.

%% Printer Diility 05

Interface Setting

* Serial |COM1 ~| [115200,n8,1 |

Printing Setting T Test Print T Logo Setting T Font Setting T Firmware Update
3

Code Page Table T * ICompound Word| 1

Flease refer to ESCIFOS commnand ; =FS= =1 =
The "Compound Word" is only for GB2312 Biga JISx0208 Korean.

Open Compound File

Download To Printer

Click Open Compound File then will jump up a dialogue box to select the

compound word you want to upload.

B | Codepage Table [ £F Ed-
A ex_TI30208 code
\ ex_Korean code
FRIETRTF | [ ex_Stmplified Chiness code
T ex_TraditionalChiness code
E-Ai]
FEIEI
AT
<)
'\-.__J#
TSR LER (T | Compound Files(* code) | Hoif
[ LR =R E
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After select the code of compound word, Click Download To Printer |, then

the compound word you selected will download to printer.
3. Printing Setting:

Please go back to Printing Setting to choose the Compound Word which
is down loaded to the printer so the printing can go smoothly.

w0 Printer Utility w05

Interface Setting

@ Serial |COM1 | [115200n81 |

Printing Setting |  TestPrint | LogoSettng | FontSetting | Firmware Update

Printer Mode | Sensor Switch Hardware Setting

|3 inch ﬂ Door Senser: @ ON  OFF Cutter Function & OGN (~ OFF
3. Smpound Word PaperEnd: @ ON ¢ OFF cut Distance:]W:J
DisABLE] -] PaperNear-End:  ON @& OFF Printer Density : INGI'maI -

Simple Chinese
Traditienal Chinese

Serial Port Function

apanese
rean New Baud Rate : |115200,1.8.] |

Graphic Buffer: ] 2B :_[

Download Setting To Printer
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5. Firmware Update

The Firmware Update manual could let user upgrade firmware.

& Printer Mtility v05

Interface Setting

« Serial |[COM1 ~| [115200,n8,1 |

Printing Setting T Test Print T Logo Setting T Font Setting T Firmware Update!

Firmware Update
[ Ignore printer's malfunction

Open Firmware File

Update

*When the printer has ever update firmware failure, the user need to mark

the v Ignore printer's malfunction: .
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After click the “Open Firmware File” button will shows a dialogue box to

select the firmware user wants to upgrade.

CommonDialogx
B | O Printer_Utility | ol
; |3 Codepage Table
: D) testpage
FRARATSCHF | [ Pro03tch fim
;r-% Pro5tech. finm
- (] test fim
RHE
FeHaza
HEER
BELREE oo | ~l R0 |
TEEFLRENT: | Firmware Files(* fimm) | BTi#
[ LA EEER

After select the firmware you want to upgrade, Click the “Update” button

to download new firmware to printer.



